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HEAVY-DUTY VEHICLE LIGHTING

Speaker A523BLU
10” x 7” Blue LED Safety Light

Part No. Beam eLumens rLumens Voltage Amps (24V) Watts
A523BLU-Y Blue spot beam (Warning - Keep Out Zone) 864 Lu 1.675 Lu 24 V DC 4.3A 100W

• Blue LED safety light ideal for increasing awareness around  
equipment and other safety zones

• Projects a bright blue, spot light beam pattern on the ground as a  
visual warning

• Tough, yellow-coloured die-cast aluminium housing for maximum  
protection

• Adjustable indicator hubs on either side allow for precise aiming

Features and Benefits

Agriculture, construction, industrial, mining, railroad, specialty, trucks  
and buses

Applications

An adaptation to the popular A523 LED construction work light, the 
A523BLU is an LED safety spot light, designed to project a bright, 
blue beam pattern on the ground to serve as a visual warning 
indicator. Similar in function to the Model 770 BLU LED safety spot, 
the A523BLU projects a much larger and more powerful beam 
pattern, ideal for applications such as cranes or other tall equipment 
where the light needs to travel a further distance without sacrificing 
on intensity. 

This innovative lamp features a large (7″ x 10″) bank of optics and 
a self-contained, rugged die-cast safety yellow-coloured aluminium 
frame with an adjustable mounting bracket.

Description

Light source LEDs
eLumens 864 Lu
rLumens 1.675 Lu
Beam Pattern Spot (Warning - Keep Out Zone)
Current Draw 4.3A @ 24V DC
Voltage 24 V DC
Operating Temperature -40°C to +65°C
Housing Yellow die-cast aluminium
Lens Glass
Lens Colour Clear
Electrical Connection Integrated 2-Pin Deutsch Weather-Proof Socket (DT04-2P)
IP Rating IP67
Mounting Pedestal with (x1) 1/2" mounting bolt
Weight 6.72 (lbs) / 3.05 (kgs)
Dimensions (DxWxH) 3.5x10x7" (89x253.8x177.6mm)
Electronic Thermal Management Protected against over heating
IP Rating IP 68, IP 69K
Salt Spray ISO 9227
Mounting Pedestal, suspended, rear swivel
Weight 4.3 (lbs) / 1.95 (kgs)
Dimensions (DxWxH) 5.0x9.45x8.31" (127x240x211mm)

Tech Specs


